%
ﬁ7&5mmmlﬂj
W

195 mm [7 5/8"]

210 mm [8 1/4”]

E—

223 mm [8 7/8"]

I

240 mm [9 1/2”]

260 mm [10 1/4"]

280 mm [11"]

300 mm [11 3/4"]

320 mm [1'-0 5/8"]

360 mm [1'-2 1/8”]

sPeClAL URDER ALUMINUM SILLS

g :
APPLY SEALANT BEHIND EXTERIOR SILL
SILL MOUNTING SCREW WITH OPTIONAL CUOLOR CAP
ALUMINUM STLL INCLUDES CAST ALUMINUM SIDE DAMS
PROVIDING EXTERIUR SILL DAM PRUOTECTIUN
110 mm [4 3/8°]
l 2

360 mm [1'-2 1/8"]

SIZES AVAILABLE 110-360MM 0OF HORIZONTAL DEPTH
110, 130, 130, 165, 180, 195, 210, 225, 240, 260, 280, 300, 320, 360mm>

WINDOW SILL WATERPROOFING MEMBRANE 0OR PAN —

WEATHER-RESISTANT BARRIER (e.q. HOUSEWARAP) —

\

EXTERIOR CLADDING C(EIFS UOR OTHERY> —

Title
SPECIAL ORDER ALUMINUM SILLS
CAVAILABLE SIZES)
Rev, | Scale Dis, Date
MUZIL A 12/2010
Checkeﬂ

WINDUW INSTALLATION AND WeA THERPRUOUF ING DETAIL

USE APPROPRIATE SHEET METAL FLASHING IF INSTALLING TRIM ABOVE WINDOW

EXTERIOR SHEATHING (OSB, PLYWOOD>

WEATHER-RESISTANT BARRIER (e.g. HOUSEWARAP)

WALL CLADDING (EIFS, RAINSCREEN> OR WINDOW TRIM

WINDOW WATERPROOFING TAPE (e.q. WINDOW-WRAP>

SPRAY FUAM OR ISO-BLOCO ONE SEALING TAPE (PASSIVE HUOUSE APPLICATIOND

WATERPROOFING TAPE ADHERED TO WINDOW FRAME SURFACE (MIN 1/2in DVERLAPD///////

SEALANT JUINT (SILICONE OR EQUIVALENT)

TRIM/CLADDING OVERLAP MAY VARY. INCREASE OVERLAP TO REDUCE FRAME
EXPOSURE AND INCREASE THERMAL EFFICIENCY

APPLY SEALANT BEHIND EXTERIOR SILL

EXTERIOR SILL PROVIDED BY UOTHERS dwOOD, STONE, ALUM, SILLD

DRIFP EDGE

WINDOW SILL WATERPROOFING MEMBRANE 0OR PAN

WEATHER-RESISTANT BARRIER (e.g. HOUSEWARAP)

(F

I

A
aa
1

SIDE JAMEB INSTALLATION SIMILAR TO
HEAD DETAIL. WINDOW FRAME CROSS
SECTION IDENTICAL AT JAMB

\\\\\\\\\~PANHEAD SCREWS

— INSTALLATION METAL CLIFP (20IN SPACING»

DRYWALL RETURNED TO WINDOW 0OR wWOOD TRIM

wiOuD SHIMS ARE NOT REQUIRED FOR 88Ge

INSTALLATION, FRAMES CAN BE INSTALLED WITH
SASHES REMOVED, USE LEVEL TO CONFIRM THAT
OVERTIGHTENING 0OF CLIPS DID NOT DEFORM THE

FRAME

USE SHIMS AT BOTTOM OF WINDOW ONLY IF ROUGH
OPENING OUT OF LEVEL., APPLY GENEROUS BEAD 0OF

SELANT UNDER WINDOW FRAME

INTERIOR SILL AND TRIM BY CONTRACTOR

Title Makrowin 88GP2
TYPICAL WINDOW INSTALLATION AND
WEATHERPROOF ING DETAILS

Rev, | Scale

Dis.

MUZILA

Date

Checkeﬂ

- 1IXe D) WINDUW Wi TH MULLIUN TILT=TURN  WINDLW

(HURIZUONTAL SeC TILHND

TBO mm [3 1/8”]7 FO mm [3 1/8”]T

[

1 [

b g

s
S

M A K R O I N°
Aredl PPS 1761, 962 12 Detva SK
b: www.makrowin.sk  e-mail:

el §
info@makrowin.sk

C(HURTZUONTAL SEC TILND

129 mm [S5 1/8"] 129 mm [5 1/8"]

(—BO mm [3 1/8”]7 F—80 mm [3 1/8//]T TBU mm [3 1/8"]——

m&ﬁ\

= b

—=88 mm [3 1/2"]
FSS mm [3 1/8”]ﬁ

Uk

|

L;‘BU mm [3 1/2”]

*39 mm [1 1/27]

L;88 mm [3 1/8”]J

Title

Makrowin 88G2 M A K R O I N’ Title Makrowin
Fixed Window with Factory Mullion Tilt-Turn Window - Horizon

Aredl PPS 1761, 962 12 Detva SK
Rev. | Date |$cule |Dlsw iDLDME’ 23.4.2006 bt www.makrowin.sk  e-mail

Rev. | Date |$cale |D|'5Mn iPLDate 23.4.2006

e )
Checked | Date | info@makrowin.sk Checked | Date

TILT=TURN WITH FIXED SIDEPANLL

(HURIZUONTAL SeCTILHND

129 mm [S 1/8”]

——80 mm [3 1/8”]T 149 mm [1 7/8"] ‘——IOO mm [4"]

J&é%/J

(—88 mm [3 1/8”]ﬁ

L‘BO mm [3 1/8”]*J LS‘B mm [2 3/8”]J

*39 mm [1 1/2"]

M A K R O I N°

Aredl PPS 1761, 962 12 Detva SK

eb: www.
info@makrowin.sk

388 mm [3 1/2"]

m 88 mm [3 1/2"]

L L L

1 1/2"]

39 mm [

\yﬁm

129 mm [S 1/8"]
r@ﬂ mm [3 1/8”]

TEO mm [3 1/8”]T

@[><]EXQ.

TSU mm [3 1/8”]j

L‘BU mm [3 1/2"]

i
<
fﬁm&ﬂ

]

T

L—88 mm [3 1/8”]J

80 mm [3 1/8”]J

29 mm [1 1/8"]

L9O mm [3 1/2"]

‘89 mm [1 1/8"]
30 mm [1 1/8"]

,—l3g mm [1 1/8”]

LGS mm [2 5/8”]J

88 mm [3 1/27]

68 mm [2 5/8"]

"ASSIVE RHUOUSE INSTALLATIUN (BEIFS CLADDINGY AND WEATHERPRUUF ING DETAIL

EXTERIOR SHEATHING OOSB, PLYWOOD>

WEATHER-RESISTANT BARRIER (e.g HOUSEWARAP

WALL CLADDING (EIFS SYSTEM)

WINDOW WATERPROOFING TAPE (eg. WINDOW-WRAP>

SPRAY FUAM 0OR ISO-BLOCO ONE SEALING TAPE (PASSIVE HOUSE APPLICATIOND

WATERPROUOFING TAPE ADHERED TO WINDOW FRAME SURFACE (MIN 1/2in OVERLAP

MAXIMIZE EIFS OVERLAP OF WINDOW FRAME TO IMPROVE THERMAL PERFORMANCE

SEALANT JUINT (SILICONE OR EQUIVALENTD

APPLY SEALANT BEHIND EXTERIOR SILL

CUSTOM EXTERIOR SILL OPTIONS AVAILABLE <wOOD, STONE, ALUMINUMD

ALUMINUM SILL INCLUDES CAST ALUMINUM SIDE DAMS PROVIDING
EXTERIOR SILL DAM PROTECTION

SIDE JAMEB INSTALLATION SIMILAR TO
HEAD DETAIL. WINDOW FRAME CROSS
SECTION IDENTICAL AT JAMB

—— PAN-HEAD SCREWS

§[><]in.

STEEL CLIP OR SIMPSON FLAT PLATE (20IN SPACING

—  PASSIVE HOUSE HEAD FRAMING DETAIL MAY VARY

DRYWALL RETURNED TO WINDOW 0OR WOOD TRIM

"ISO-BLOCO ONE” PASSIVE HUOUSE SEALING TAPE
INCLUDES MOISTURE BARRIER ON THE INTERIOR SIDE
TAPE EXPANDS TO FILL SHIM CAVITY

wiouD SHIMS ARE NUOT REQUIRED FOR 88Ge

INSTALLATION, FRAMES CAN BE INSTALLED WITH
SASHES REMOVED., USE LEVEL TO CONFIRM THAT
OVERTIGHTENING OF CLIPS DID NOT DEFORM THE

FRAME

USE SHIMS AT BOTTOM OF WINDOW ONLY IF ROUGH
OPENING OUT 0OF LEVEL., APPLY GENEROUS BEAD 0OF

SELANT UNDER WINDOW FRAME

INTERIOR SILL AND TRIM BY CONTRACTOR

110 mm [4 3/8”]

360 mm [1'-2 1/8"]

CUSTOM DEPTH ALUMINUM SILLS AVAILABLE 110-360MM 0OF HUORIZONTAL DEPTH
(SIZES: 110, 130, 120, 165, 180, 195, 210, 225, 240, 260, 280, 300, 320, 360mm>

WINDOW SILL WATERPROOFING MEMBRANE 0OR PAN ——

WEATHER-RESISTANT BARRIER (e.g. HOUSEWARAP) ——

EXTERIOR CLADDING ——

Title Makrowin 88G2
PASSIVE HOUSE INSTALLATION AND
WEATHERPRUOUOFING DETAILS

Rev, | Scale

Dis

MUZILA

Date

01/2011

Checked |

Title

Makrowin 88G2 M A KR O I N’ e Mokrowin 88G2 M A K R O I N° Titte

Tilt-Turn Window + Fixed Mullion Tilt-Turn Window Vertical Section Fixed Window Vertical Section

Aredl PPS 1761, 962 12 Detva SK
Webi www.makrowin.sk Rev.
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